STARK WIE EIN STIER
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CONTENTS:
2 vertical cross-section — bottom connection
3 horizontal cross-section — wall connection
4 horizontal cross-section — external corner
5 horizontal cross-section — internal corner
6 vertical cross-section — window ledge
7 horizontal cross-section — window reveals
8 vertical cross-section — window lintel
9 vertical cross-section — top connection
10 vertical cross-section — roof parapet
11 vertical cross-section — installation dimension

12 (PREFA)
CAD DETAILS

APPLICATION TECHNOLOGY VERSION: 09.01.2023

020211_EN_Details_Fassade FX.12_PREFA_2022-Q1.dwg page 1




BOTTOM CONNECTION
VERICAL CROSS-SECTION
STARKWIE ENSTIER FACADE PANEL FX. 12 (PREFA)

CAD DETAILS
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@ FACADE PANEL FX. 12 (PREFA)

@ starter strip for FX.12 (PREFA)

@ perforated metal plate (canted)

@ insertion profile (PREFA)

@ solid sheathing conforming to national guidelines
@ counter batten - ventilation gap

@ nogging piece

insulation

@ fastener driven into the supporting structure

structural substrate
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WALL CONNECTION
HORIZONTAL CROSS-SECTION

STARKWIEEINSTIER FACADE PANEL FX. 12 (PREFA)
CAD DETAILS
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(1) FACADE PANEL FX. 12 (PREFA)
@ channel profile (canted)

@ permanently elastic sealing joint

@ solid sheathing conforming to national guidelines
@ counter batten - ventilation gap

@ nogging piece

@ insulation

fastener driven into the supporting structure

@ structural substrate
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EXTERNAL CORNER
HORIZONTAL CROSS-SECTION

STARKWIEEINSTIER FACADE PANEL FX. 12 (PREFA)
CAD DETAILS

(1) FAGADE PANEL FX. 12 (PREFA)
@ channel profile (canted)

@ external corner flashing

@ solid sheathing conforming to national guidelines
@ counter batten - ventilation gap

@ nogging piece

@ insulation

fastener driven into the supporting structure

@ structural substrate
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INTERNAL CORNER
HORIZONTAL CROSS-SECTION

STARKWIEEINSTIER FACADE PANEL FX. 12 (PREFA)
CAD DETAILS

(1) FACADE PANEL FX. 12 (PREFA)
@ channel profile (canted)

@ internal corner flashing

@ solid sheathing conforming to national guidelines
@ counter batten - ventilation gap

@ nogging piece

@ insulation

fastener driven into the supporting structure

@ structural substrate
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STARK WIE EIN STIER

WINDOW LEDGE

VERICAL CROSS-SECTION
FACADE PANEL FX. 12 (PREFA)

CAD DETAILS

@ FACADE PANEL FX. 12 (PREFA)

(2) clip

@ window ledge flashing strip

@ perforated metal plate (canted)

@ window ledge

@ solid sheathing conforming to national guidelines
@ counter batten - ventilation gap

nogging piece

@ insulation

fastener driven into the supporting structure
@ structural substrate

outgoing air
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WINDOW REVEALS
HORIZONTAL CROSS-SECTION

STARKWIEEINSTIER FACADE PANEL FX. 12 (PREFA)
CAD DETAILS
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@ FACADE PANEL FX. 12 (PREFA)

@ channel profile

@ jamb flashing

(4) insertion profile (PREFA)

@ solid sheathing conforming to national guidelines
@ counter batten - ventilation gap

@ nogging piece

insulation

@ fastener driven into the supporting structure

structural substrate

connection variant
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WINDOW LINTEL
VERICAL CROSS-SECTION

STARKWIEEINSTIER FACADE PANEL FX. 12 (PREFA)
CAD DETAILS
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@ channel profile
(3) cover flashing |

|
@ perforated metal plate (canted)
(5) insertion profile (PREFA)
(6) starter strip for FX.12 (PREFA) \

@ solid sheathing conforming to national guidelines

(1) FAGADE PANEL FX. 12 (PREFA) / /

/

counter batten - ventilation gap incoming air
@ nogging piece -
insulation

@ fastener driven into the supporting structure
@ structural substrate
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TOP CONNECTION
VERICAL CROSS-SECTION

STARKWIEEINSTIER FACADE PANEL FX. 12 (PREFA)
CAD DETAILS

7

outgoing air

mind. 30 mm

(1) FAGADE PANEL FX. 12 (PREFA)
@ channel profile
@ perforated metal plate (canted)

@ solid sheathing conforming to national guidelines
@ counter batten - ventilation gap

@ nogging piece

@ insulation

fastener driven into the supporting structure

@ structural substrate
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ROOF PARAPET
VERICAL CROSS-SECTION
FACADE PANEL FX. 12 (PREFA)

CAD DETAILS

STARK WIE EIN STIER
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(1) FACADE PANEL FX. 12 (PREFA)
@ clipe
, , 7 @ cleat strip

@ perforated metal plate (canted)
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,, @ solid sheathing conforming to national guidelines
w M @ counter batten - ventilation gap
@ nogging piece

6 insulation

@ fastener driven into the supporting structure
@ structural substrate
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INSTALLATION DIMENSION
VERICAL CROSS-SECTION

STARKWIE EINSTIER FACADE PANEL FX. 12 (PREFA)

CAD DETAILS
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(1) FAGADE PANEL FX. 12 (PREFA)
@ ring nails, galvanised

@ solid sheathing conforming to national guidelines
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